WASHED DRAIN ROCK

PROSSER WATER SYSTEM PROJECT
STANDARD HYDRANT

GRAVEL

PLAN

NOT TO SCALE

HYDRANT NOTES:

FROST PROOF, AUTOMATIC SHUT OFF,
SELF CLOSING HYDRANT WITH

SLOT FACE OF 1”"X 6" REDWOOD

HANDLE AND SPOUT — ]

ANTI-SIPHON

EQUIVALENT TO:

WOODFORD MODEL U34 WITH SELF
CLOSING HANDLE

INLET—3/4" FPT BRASS VALVE BODY
OUTLET-3/4" BRASS HOSE SPOUT
3’—0" BURY DEPTH

30 DEGREE ANGLE CUT

6"X 67 ROUGH SAWN REDWOOD

STANDARD CONCRETE PIPE SECTION 367 I.D.

12”7 HIGH. TOP OF PIPE AND GRACEL TO BE
FLUSH WITH THE SURROUNDING GRADE.
SIMILAR TO JENSEN 3612 GRADE RING.

WITHIN PIPE SECTION TO

24" DEPTH
100% PASSING 1-1/2"
10% PASSING 17
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WITH 1”X 6” REDWOOD FACE.
ATTACH W/ #10, 1—1/2” GALV.
ONE—WAY SCREW 6”0.C.

3/47 SCHED. 40 GLAV. IN
ROUTED CHANNEL WITHIN 6”X6”

STYRENE DRAIN PIPE
SEE DRAIN SUMP DETAIL
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PVC FROM SUPPLY mmmmmm e e
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TO DRAIN (IF APPLIES)
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